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30/60/90 PushGlo EN 55015:2013+A1
Minute EN 61547

gf;*:;;ig'; IP65 5W / 7W Dimmable LED CCT £} g}ggggg
Fixed & Tilt Fire Rated Downlighters Elileggggsgz

with Plug & Play Connector

Luminaire suitable for 30 /60 / 90 minutes
fire rated timber ceiling & suspended ceilings

PLEASE ENSURE THESE INSTRUCTIONS ARE READ THOROUGHLY BEFORE
INSTALLATION AND A COPY IS AVAILABLE FOR FUTURE REFERENCE

Important Information:

It is recommended that luminaires are installed and fitted by a qualified electrician ensuring the
installation complies with the current IEE wiring regulations BS7671.

This product is designed for connection to a 240 Volt supply.

Always switch off the mains supply before servicing, fitting or replacing fittings.

Always check the fitting is correct for the application including its wattage and voltage.

Special attention should be paid to any installations with low ceiling voids..

This fitting may only be installed only where it cannot rain from above.

Installation Instructions

We recommend that a sample hole be cut in some scrap material to familiarise yourself with
the installation. Once you are completely satisfied:

Locate the areas suitable for installing these luminaires. Note: The luminaire must be fitted a
minimum of 30mm distance from any ceiling joist and the minimum ceiling depth is 30mm.
Cut a suitable hole in the ceiling and ensure sufficient ceiling void without infringing on joists,
water pipes or electrical cables.

Stage 3. The lamp colour is
changed via the small switch
located under the bezel. The

Stage 1. Read instructions and Stage 2. Cut a suitable
check you have all the tools and  hole in 30, 60 or 90

accessories to complete the minute fire rated ceiling
installation correctly
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Stage 5. Press springs Stage 6. Connect luminaire
back and push luminaire  to a 240V supply and check
body into aperture. for correct operation.
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(see cutout sizes on right). wattage & brightness via the
switch on the driver.

Stage 4. Wire the seperate plug
which is loop in & loop out.
Make sure the plug and driver
are fully connected.

Installation instructions (continued)

This appliance is Class | and so must always be fitted with a earth wire. Ensure there is
adequate free air flow around the fitting. Do not install this product into new plaster or damp
areas.
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To meet “Part C” of the building regulation’s and provide sufficient air-tightness to avoid
condensation forming in cold un-vented roof spaces a seal is fitted in front of the bezel ring.
This luminaire is suitable for installations where vapour permeable membranes are installed.

'W This luminaire is suitable for mounting on a Normally Flammable Surface.
(e.g. Wooden ceiling or a material based on wood)
Cl., E The minimum distance to lighted objects is 0.5m
5m

When your light comes to the end of its life or you have chosen to change it, please do not
dispose of it with your normal household waste or by using a local amenity tip. When you buy a
replacement fitting take this fitting to your retailer for them to recycle. Regulations (WEEE
Directive effective July 2006) will oblige retailers & some recycling centres to take in Waste

from Electrical & Electrical Equipment.
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LGA Europe Ltd, Cow Lane
* BEFORE STARTING ANY ELECTRICAL WORK ALWAYS SWITCH OFF AT THE MAINS

Oldfield Road, Salford M5 4NB, UK
* IF IN DOUBT CONSULT A QUALIFIED ELECTRICIAN www.selectricuk.co.uk




